


Mouse pad

Insert the “Foot Cap” into the foot of the desk leg, and screw 
the “Height Adjustment foot” at the buttom of the desk.

Connect one “metal brace” into the “Desk legs” and hit it downwards using 
a “Rubber mallet” to securely tighen it.

Connect two “metal braces” into the “Board frame metal” and hit 
it dowwards using a “Rubber mallet” to securely tighten it.

Align the “Desk board” into the “Board metal frame” and insert all four “35mm” screws. 
Install the “cable management fibre” Insert “12mm” bolt screws and tighten it.

Rubber Mallet

4Pcs Adjustment Screws

4Pcs Foot Caps
Cable Management Fibre

Desk Legs

Desk Board Metal Frame

3Pcs Metal Braces

Connect the “Board Metal Frame” into the “Desk Legs” and adjust 
according to the desired height. Use two “Start head screws” to 
secure each sides.

Place the “Mouse pad” on top of the “Desk Board”.

Insert all four “Foot Adjustment Screws” into the buttom of the 
“wooden piece” and place it beside the “Desk Legs”.

Note: Use the 3M wireclips below the 
desk board for cable management.

After assembling the gaming desk, connect the USB lighting cables into 
the “USB Splitter”. Connect the “USB Splitter” to a desktop computer.

Wooden Piece

3M Wireclips

4Pcs Adjustment screws

4Pcs M6x12mm screws

4Pcs M6x35mm screws

4Pcs Star screws

Desk board
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